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The Fort Cash Bag Seal is moulded with Polypropylene (PP) or high-impact Nylon (NY) material with we M(SGE\)F%“(G)KUSP [
the metal lock ultrasonically and heat staking encapsulated for greater security and clear evidence
of tampering.
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. . . . VIEW APPLICATION VIDEO
One-way locking mechanism is embedded for fast and easy application.

Spikes are placed behind the seal to provide better gripping on the application surface. o

These seals include the BioSphere bio-additive.

Different strap lengths are available to cater to different applications.

FCBS

Security rib at the entry locking hole to prevent pre-tampering.

Standard Length 370 (FCBS25) 429 (FCBS30) 504 (FCBS38) -
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TECHNICAL SPECIFICATIONS

PRODUCT - FORT CASH BAG SEAL (FCBS)

Code Material Locking Length Locking Size Tensile Strength Marking Area Max Marking Digits
247 mm
Ad:r) Plastic : (10in)
Polypropylene (PP)
FCBS30 o hare aNgE: 306 mm 8.0 mm 235 kef 14 x 34 mm Serial no : 9
-5°Cto 80°C (121in) (0.3 in) (>77.2 1bf) (0.6 x1.31in) Barcode : 8
Metal Jaw :
Stainless Steel (SUS 304)
FCBS38 S
(15 in)
PACKAGING
Carton Quantity Dimensions (mm) Gross Weight (kg) Volume (m?3) Standard Pastel / Solid Colours
FCBS25 6.16 Polypropylene :

.58 Ib .
nner 568x235x21Q (13.58 Ib) 0.028 Body : E---“
FCBS30 (22.4x9.3x8.31in) 6.5 (0.99 cu.ft.) Cap: IE'

Inner 1o (14.3 1b)
Nylon :

FCBS38 615 x 280 x 280 7.4 0.048 sody: [ wi || | HEEH I IEH
Inner (24.2x11.0x 11.0in) (16.3 Ib) (1.7 cu.ft.)

For colour customisations, kindly contact us for further information.
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