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LASER MARKING OPTION
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The Mega Twister SP is produced with a frosted-coloured body and a twister locking insert. The 

tampering.

Mega Twister SP  - PP comes with a coloured body and is designed to be chemical resistant.

security seals.

barcode, serial number and QR code.

offered colour choices for the vibrant colour insert.

body and white insert.

VIEW APPLICATION VIDEO

MTW SP & MTW SP - PP
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PRODUCT - FORT CASH BAG SEAL (FCBS)

 

PACKAGING

Carton Dimensions (mm) Gross Weight (kg) Volume (m3) Standard Colours

338 x 255 x 190 mm
(13.3 x 10 x 7.5 in)

0.0164.68
(10.3 lb)

TBCTBC
(TBC lb)

465 x 260 x 190 mm
(22.4 x 9.3 x 7.1 in)

1000
Pre-cut wire

500
 Twisted wire 

<45cm

TECHNICAL SPECIFICATIONS

MTW
SP

MTW
SP - PP

250 mm
(9.8 in)

>30 kgf
(>66 lbf)

 Ø2.5 mm
(0.098 in)

Serial no : 68 x 12 mm
(0.31 x 0.5 in)

Serial no : 6
Barcode :  6

14 x 17 mm
(0.6 x 0.7 in)

Locking Length Marking AreaTensile Strength Max Marking Digits

PRODUCT - MEGA TWISTER SP (MTW SP) & MEGA TWISTER SP - PP (MTW SP - PP)

Code Material Locking Size

Polycarbonate (PC)
Temperature Range:
-40°C to 85°C  

Acetal (POM)
Temperature Range:
-40°C to 120°C
Cap: 
Acrylonitrile Butadiene Styrene (ABS)
Temperature Range:
-20°C to 120°C 
Cable: 

Polypropylene (PP)
Temperature Range:
-20°C to 120°C  

Acetal (POM)
Temperature Range:
-40°C to 120°C)
Cap: 
Polypropylene (PP)
Temperature Range:
-20°C to 120°C  
Cable: 
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